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SUPER LEAD $0 & 100 











r Amplifier, We are confident that you 
The Legend Super Lead Series fs the 
‘experience working with renowned artists 


Congratulations on your selection of a Legend Super Lead 
hhave chosen the finest guitar amplification systen ever 
dierct result of over two solid years of refinecent and fi 
from around the globe. 


Your Legend Super Lead conbines the circuitry of the world's finest Rock 'N’ Rol) Guitar amplifier ~ 
the Legend Rock'N'Roll Series-with all new circuitry that makes it idea) for everything fron country 
We have gone to great lengths to create these new abilities without conpranising in any way 
fe tonal que herent in our Rock 'N’ Roll Series,that have made tthe benchmark by 
fiers are judged. 












yond Reverb is the finest reverberation circuit ever included in a guitar amplifier, 


The Long Spring Ha 
ration techniques more sophisticated than that employed in any other manufacturer's 






Products. 


We have also incorporated an entirely new Active Bass Enhancenent Parallel Amplifier in the Super Lead. 
jgnal that 1s flat in frequency response from 1Shz to 230hz, and may be mixed 
‘and adjusted to taste. This revolutionary circuit enables you to precisely 
control the seount of Botton end response in your Signal-without sacrificing any of the bite available 
Ps 








le on the Legend Super Lead. A footswitch has been enclosed 


Both Reverb and 
‘not connected, the amplifier remains in the reverb and 


for these funct! 
distortion codes. 


In all other respects your Legend Super Lead fs Sdentical to the Rock 'K* Roll Series amplifier described 
fn your owners manual. 


ee ‘(MUSICAL INSTRUMENTS INC. 





Dear Legend Amplifier Owner: 


14 like 10 personally thank you on behalf of the entive Legend staf for making Legend 
‘our choice im guitar amplification The Legead Rock "N" Moll 50 Series If amplifier com 
Bes the clase Legend sod th te len etry refinement. Thee refinements 


Improved coon mode with adjntsle rhython drive 
filed moe wi Sitti output lve 
SOR terete tm got ever orignal devin 

[Naw ult rele dal footartch Foca 


Meer ra fe t,he weil die io ie te of 
Newt el alae agree te eS 
dpsed plea tant at iar Sens fon re ae 


select ved ah. llsing Fingred bos iat consration, the strongest caine deni Ion 


{'man.” The grilee ave\genuine cane. or in the case of the GHSOG and GCAI2, the highest 
ty flame retardant seus fbr. Al of or coger moduler and Us mov 
a G10 Ge Epon eeu Pour, We usr wniy Grlettom hoary duty Toute 
Bvery mo” 
for Performance and reliability. Al 
‘Legend from an ordinary amplifier. We hope 1 
{from owning your Legend amplifier ar we td 1 


‘Legend Maxical Instraments, Ine. 





standard features 


500 ianocrarren souio oak, 80x JOINTED CABINET 
WITH GENUINE CANE GRILLE. 








— All tube preamp producing unequaled Sustain, Dir 


‘ond bite 
— Clanic “English Four Band Equalization 
= Lggena's Rpvolutionary new Dual Mose Footswitch 


reat, Footewitenabie trom crystal clean 10 i: 

{ering distortion. Fully adiuable with separate 
eal verte (cation wokime, nd hye 
fcloon) punch. 

— Full $0, watt AMS power outout — Louder than 
‘most 180 watt amplifiers 

~ Preamp output and peweramp input jacks allow tine 
‘tlects to be petched between reams and power 
Sane, sn addition to thin Tey allow’ PA bord to 
Ee Mea, rect tape recording, nd the vse Of head 
Phones 


— Multiple LEGEND 50's may be driven off 
‘ter unit Tor unlimited sound pressure level 
~ Ajtai evel control for preamp, oust slows 
{For over ‘effect level and headphone volume.” 


~ Extension Speaker Jack allows use of multiple 


— Copston Loudpston eandard in a lf conse 
‘ed amplifiers, snd speaker cabinets 
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HIGH INPUT — A high sensitivity input for use with most guitar. 
LOW INPUT — A low sensitivity input providing 6 DB of attenuation for use when eas 
Input gain is desired. Both Inputs may be used simultaneously. When two instruments 
te connected the Input level will automatically be matched. 


LEAD MODE INDICATOR — A ight emitting diode, LED, which is lit when the ampli 
fier is in the Leed, (distortion) mode. When the foot awiich in not connected, the amp- 
Ifier remains jn the Lead mode. 


COLOUR GAIN CONTROL — This control is located in the circuit atter the first half of 
the first tube. It controls the level of the signal going to the second half of the tube, 
AS the conto i tned up it wl overdve the second Nal of the tube, in the Lead 
‘mode this results in rich {ube generated harmonic distortion. In the rhythm mode 
See ee seit i uc tonecael Tmpensony with te fer pone Ravan Dive, Gore 
tol, The Colour Gein conve @ operational in beth modes fr maximum efficiency and 
{onal uniformity. 


PREAMP VOLUME — This control is placed in the circuit after the Tone Circuit and be- 
fore the Presence Circult. It controls how much of the equalized signal is present in the 
final output. This point in the cireuit i where most previous Rock "N' Roll amplifiers 

Master Volume contrals are placed. That is why owners of these amplifiers complain thet, 

















bce ae 
: 


TREDLE — This control toosts ions at zero and produces high frequency boost at tn, 
‘A misture is schiovad when set Betwoun the two extremen 

MID ~ This control sets on frequencies between one thousand and seven thousand cycles 
‘The lower the setting of the treble control, the more novcesbie its effect will be. 

NASS — This control is wired in series with the Mid control and appears to have ti 
‘offeet beyond 9 setting of three’ However low harmonics sre changed. 
PRESENCE ~ The Presence Circuit it an active circuit using the entire third tube. It 
Controls the amount of high end Edge” present in the signal 

POWER SWITCH — A two postion AC power switch which ia liluminated when on. 
STANDBY SWITCH — A two position switch which interrupts the signal going t0 the 
speaker. When the amp is placed on standby the tubs filaments remain heated elimin 
ating the need for amplifier warmup after breaks. In addition it allows the user 10. prac 
lice privately with headphones connected to the Preamp Output 





A 








RHYTHM ORIVE ~ This control works only when the amplifier isin the Rhythm 
Mode with the footawiten connected and front panel LED off, Minimum gain is ot 
4, ‘Ax the control ie turned up, the guin i increased. This allows adjustment of 
ihe Drive, oF “Punch, of the Riyshmn Mode to sult your laste, When set In core 
netion with the Lead Mode, you can switch from totaly clean 10 distortion, oF 
‘samiclean to distortion. 





LEAD LEVEL — This control works only when the amplifier it in the Lead Mode, 
Indicated by the Front Panel LED. It sets the ovtout volume of the Lead, (Distor- 
tlon), signal, To set it, plug In the footswitch, put the amp into the Ahythm Mode, 
find adjust the Rhythm Drive to sult your taste. After this ie done, switch to the 
ead’ Mode, and adjust the Lead Level for Balance, boost, or cut 


FOOTSWITCH JACK — Connect the Footswitch to this jack. When the switch is 
depressed, the amplifier will switch from one mode to the other, with the mode be 
ing Indicated by the front pane! LED. I the footswiteh is not connected, the amy 
Hier" remain in the Lead Mode. 





REAR PANEL FUNCTIONS CONT 





°. 


6. 





POWER INPUT JACK ~ This jack is connected directly 10 the input of the power 
amp. Any signal of 1 volt or greater connected to this jack will be reproduced 
through the Power Amp. Connecting 3 souree to this jack does not disconnect the 
Power Am. 

PREAMP OUTPUT JACK — This jack is connected to the other half of the apamy 
mentioned in "F* of the Front Pane! Functions section of this manual, The sige 
going tot identical fo Wat going 10 the master volume, ut it bypass the moe 
{er volume entirely. The Preamg Output i unaffected by changes in the setting cl 
the Master Volume Control. 

LEVEL — This conto! operates like 2 monitor send on a mixing console. It varios 
the output of the Preamp Output berwaen O and 7.5 Volts RMS. iis function is 
‘ontical to that of the Master Volume Control, but instead of driving the poweramp, 
Wtdrives the Preamp Output Jack. 

SPEAKER JACKS ~ For connecting speaker cabinets to the amplifio. The minimum 
total lod ix 4 oma. in the GHSO there  & thermal overload eireult that shuts the 
amplifier off if the total load is below 4 oma. 


HIV FUSE — This is the Preamp Fuse, if this fuse is broken oF blown, you will 
har @ his, but no sound when the instrument it played. This is a 2/4 amp fuse 


LIV FUSE ~ This is the Poweramn Fuse. If this fuse it broken or blown, the amp 
‘will ot make any noise at al. 

















NOTE!” THE POWER SMTTEW WILL REMAIN LAT EVEN IF BOTH FUSES ARE BLOWN. IF THERE 


15 NO SOUNO, FIRST CHECK THE FUSES ALWAYS REPLACE THE FUSES WITH THE SAME 
‘TYPE AND RATING. USE OF ANY OTHER FUSES WILL VOID YOUR WARRANTY. ALWAYS 
DISCONNECT THE AC POWER CORO FROM THE OUTLET BEFORE CHANGING A FUSE. 
GROUND, GROUNDLIFT SWITCH — This switch controls polarity. The top and 
bottom poxitions ground to either side of the line. The middie position diaconnects 
all but the third line chassis ground. Try each position to find minimum hum. 








legend speaker cabinets 


OPEN BACK ENCLOSURES — MAXIMUM HIGH END RESPONSE: 
GC112- One twelve inch Celestion heavy duty loudspeaker in an open back enclosure. im 
ppedance 8 ohms. Power handling 80 watts FMS. 
GC212 - Two twelve inch Celestion heavy duty loudupeakers in an open back enclosure, Im 
fpedance 8 ofa. Power handling 130 watts R.MS, 
SEALED SYSTEMS ~ MAXIMUM BASS RESPONSE 


GCM2S- GCM2 Enclosure tuned ported and sna. 
662128 - GC212 Enclosure tuned, ported ad sealed, 


GCA12~ The ultimate concert cabinet. Four twelve inch heavy duty Colestion loudspeakers 
impedance 16 ahi.” Power haraling 260 watts ALS. Complete with detachable cay 
tere and heavy duty handles. 


GCA12S - Same ae GCA12, with slant front, can be used as top cabinet for stacking, 











Thm LEGEND neshor cabinets re ily sited for ust with your LEGEND amoliter The LEGEND ROCK 
"ROLL 50 mre ait Seip tran into # & con mania fa Tha meant Pat my 4 LEGEND 
1 onvn cabners of any 2 LEGEND f at cabinets may be ron fram» LEGEND heed. Any 2 LEGEND 16 
‘hm vabines or any Hoh LEGEND cabunet may beaded to the G1250 and G2I2S08C% intl lox 


Ser your merited LEGEND Dest Yor more information and for genie LEGEND hamy duty cowry, road 








A Fond, ~ Const s die ate Woon We same eu ack othe PA int Ain et conv 
formaun PA, soon Chan mye mara mae mai? we ar wl mt ae te a 


feone eB 


eats ~ Waaseonen wre nm may et wi 9 LEGEND Mack Nol Phe he 
Scones igo the were st fa, ham wey mn tt tat 
‘nrg af mle ch NR. — Sis Reh Ra sy tr rg oe + at 
Sante sw ru ya got ma haptic tw Ran at 








technical specifications 





Power Output - Over 50 watts RMS. at 1% total harmonic distortion into # 4 or 8 ohm losd. 


Mininwm Total Load - 4 ohms 

Froquoncy Response - 100 to 20,000 cycles per second. 

Preamp Output Love - 0 to 7.5 volts MS. asuntale a 1K ofvns 
oweramp Input Level: 1 volt RIMS, a 10 10 18K 
Power Requirements - 116 volts AC, 60 HZ. 1.6 anos 


Fusing - % Amp nigh voltage fuse (tube suopty), 
2 Amp low voltage fuse (olld state 1upply) 





Tubes - 3X 12 AXTA ECC 83, 
Dimensions & Net Weights: 
G1260SC- 91/2" 0. 97" H,, 24 1/16" W. Net weight 42 thx 
G212505C- 9 1/2" D., 24 1/8" H., 24 1/16" W. Net weight 47 ibs 
GHSO- 9.1/2" D,, 71/2" H, 24 1/16" W, Net weight 23 Ibs 
‘Speaker Configurations: 
G1250SC - 1 Celestion 61280 
G21250SC - 2 Celestion G1265__—GHSO- Not applicable 








limited warranty 


LEGEND MUSICAL INSTRUMENTS, INC. warrant it prcucts to be 
‘hip fr pond of ne yoo for Uh date Of orga ral purchase 
‘nee lar ch ae wutrionwurfaces or fini, toe pane hance, gies, or Kot which ae oly warrantee’ 
{a be n perect condition at Une tome of spent to the ear Exch wo, are “Celt speaks and bes 
shih aro warranted for «pariod oF sna duys This warrenty Sows not cover Gavaye ue to mine, damage in 
Tana, accent of elect In oder to valine Oa worry, the aeronty rage card ust be Tiled wt od 
{eturned to LEGEND MUSICAL INSTUMENTS, INC wai TO days of thefts 0f purchaw In ore fo obtaln 
‘waranty seri, wi mnt be dled, prepaid te einer LEGEND MUSICAL INSTRUMENTS, INC. om 
Shithoited warranty WOW pmey. Te Tool an mthazed tea gery, Check withthe ear Mom whom the Unit 
(tee purchamd, vont. 
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LEGEND CUSTOMER SERVICE 
(999 €. Moto Road 

ast Syren, Hew York 19057 
(1 4373413 


‘Toe repaid uit wil be err Yo Yo Might collect LEGEND MUSICAL INSTRUMENTS, INC. atari no 
‘tha sigation ether than repr © replaceent at Ya obtn, of a defective uni. NO waranty axpnsned oF im 
led i go of marchanaity or tts for a pare’ purpose. In ho vent shall LEGEND MUSICAL 
[STRUWENTS, INC tm lb fr clime (nsed cn Orach Gf conract. tench of expres implied waa, 
alec cx any other remon) for wry damape, whether et, brmedate, formes, conanquel ofS 
‘for any ther experassncted by Yeon OF thew ce ae, statin or anmaharaed anual of 
‘broducts cowed by Bis warrany. 

‘Some stats do not slaw lnitatons cn the duration ot implied waranty ofthe excision of imitation at nciden- 
‘al or consequential damage, tothe above lmtatiny or misione may set apy to some purchaes, Ths wer 
‘anty gives the putas speci lel rigs. and the purchaser may sto have Othar right whch wary trom 


























































































































































































































PRINTED IN USA 





LEGEND MUSICAL INSTRUMENTS, INC. 6299 © Motioy Ra. E. Syrcus, MY. 13057 ~ (315) 437:3413 


